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SUBJECT : CRITERIA FOR DEMO TESTING

ITEM PARTICULARS PARAMETERS

A
1 OPERATING SYSTEM   

2 NO. OF CHANNEL

3 RESOLUTION

4 MULTI-SCREEN DISPLAY

5 RECORD MODE

6

B
1 IMAGE SENSOR

2 MEGAPIXEL

3 FIELD OF VIEW

4 ANALYTIC

5 RESOLUTION

6 DAY NIGHT

7 DYNAMIC RANGE

C
1 IMAGE SENSOR

2 MEGAPIXEL

3 VARIFOCAL LENGTH

4 ANALYTIC

5 RESOLUTION

6 DAY NIGHT

7 DYNAMIC RANGE

8 FILED OF VIEW                                         30.4 TO 101 DEGRESS

D
1 IMAGE SENSOR

2 MEGAPIXEL

3 VARIFOCAL LENGTH

4

5 RESOLUTION

6 DAY NIGHT

7 DYNAMIC RANGE

8 FILED OF VIEW HORIZONTAL: 29 TO 92 DEGRESS, VERTICAL, 21 TO 52 DEGRESS

E.
1 PORTS 

2 ETHERNET PORTS PoE

ANALYTIC

ANALYTICS

ANNEX "B"

MOTION DETECTION, FACE RECOGNITION, ENTRY/EXIT COUNTING

1920 X 1080 OR HIGHER

IR CUT FILTER

120 DB OR HIGHER

ETHERNET SWITCH
16 PORTS 

120 DB OR HIGHER

DOME CAMERA
1/3" PROGRESSIVE SCAN CMOS OR LOWER

2 MEGAPIXEL OR HIGHER

2.7 MM TO 9 MM  OR HIGHER CAPABILITY

1/2.9 PROGRESSIVE SCAN CMOS OR LOWER

2 MEGAPIXEL OR HIGHER

2.7 MM TO 9 MM  OR HIGHER CAPABILITY

ALARM FOR BLACKLIST AND WHITELIST LICENSE PLATE

1920 X 1080 OR HIGHER

IR CUT FILTER

MOTION DETECTION

1920 X 1080 OR HIGHER

IR CUT FILTER

120 DB OR HIGHER

BULLET CAMERA

180 DEGRESS HORIZONTALL, 180 DEGRESS VERTICAL

SUPPLY, DELIVERY AND INSTALLATION OF SEVENTY-ONE (71) UNITS CLOSED CIRCUIT 

TELEVISION (CCTV ) FOR VARIOUS SSS BRANCHES AND INSTALLATION OF ADDITIONAL 

CAMERAS INCLUDING  ACCESSORIES  FOR   MAKATI-GUADALUPE, TARLAC, PUERTO PRINCESA 

AND ZAMBOANGA BRANCHES.

NETWORK VIDEO RECORDER

FISHEYE CAMERA

EMBEDDED LINUX OR APPROVED EQUAL

16 CHANNEL

1920 X 1080 OR HIGHER

1/4/8/16

MANUAL, SCHEDULED, MOTION DETECTION, TAMPERING, 

FOR PRODUCT DEMONSTRATION

SUPPLIER MUST DELIVER AND DEMONSTRATE THE OPERATION OF THE PROPOSED 

UNIT IN ACCORDANCE WITH THE TECHNICAL  SPECIFICATIONS STATED BELOW.

VIDEO LOSS, TAMPERING, FACIAL RECOGNITION, ENTRY/EXIT 

COUNTER, PLATE NUMBER RECOGNITION

1/3 PROGRESSIVE SCAN CMOS OR LOWER

2 MEGAPIXEL OR HIGHER


